


Flexible connections
required to preserve
warranty; allows for tank
expansion / contraction and to
reduce pump / piping vibration
stress on the tank.

Flexible Connection Assembly as supplied by Poly Processing Company

Support hoses, piping, and valves using structural support independent of tank
sidewall and dome.

Fully support the entire bottom of the tank on a clean, smooth concrete founda-
tion or in PPC approved metalwork. Make certain no trash of any kind is trapped
between the tank and its foundation. If you are installing an IMFO® tank, use a PPC
polyethylene pad or construct the foundation to allow full, “free-floating” clearance
of the IMFO® flange. Changes in tank liquid level will cause changes in the IMFO®
orientation; therefore, allow at least 4” clearance between the bottom of the IMFO®
flange and any floor or other rigid surface. FAILURE TO PROVIDE PROPER
FOUNDATION AND SUPPORT CONSTITUTES A MISUSE OF THE TANK AND
WILL VOID YOUR WARRANTY.

Fill the usable capacity of the tank with water and hydrotest for 24 hours after
installation, and before product is introduced, to ensure tank and fitting integrity.

Install labels for chemical warning and response according to industry best
practice and governmental requirements.

Make sure there is a Poly Processing warning label on the tank.

EXTREME CAUTION:
Consult Customer Service on any applications
where continuous use is above 100°F.




