LOWER SIDEWALL CONNECTIONS ALL MUST USE FLEXIBLE FITTINGS

NOTES:
1. THIS IS A COMPUTER GENERATED DWG. DO NOT REVISE BY HAND.
2. DIMENSIONS WILL VARY ±3% DUE TO VARIATIONS IN MULTIPLE MOLDS & CONDITIONS PREVALENT DURING MANUFACTURE & USAGE.
3. 5" VIDE MOLDED IN GALLONAGE MARKERS @ APPROX. 12" IN 200 GAL INCREMENTS FROM 100 GAL UP TO 1900 GAL. AVOID WHEN FITTING, CENTRAL REGION.
4. 5" VIDE MOLDED IN GALLONAGE MARKERS @ 0" IN 200 GAL INCREMENTS FROM 100 GAL UP TO 1900 GAL. AVOID WHEN FITTING, EASTERN REGION.
5. CENTRAL REGION TANK HAS PARTING LINE @ 4°-5°, PLEASE TAKE INTO CONSIDERATION WHEN PLACING FITTINGS.

1700 GALLON UPRIGHT TANK

REV "B" ADDED FITTING NOTE BY MBW 2/17/03 CKJB
REV "A" ADDED DIMENSION BY MBW 10/18/02 CKMBW

DRAWN BY D. RECTOR
DESIGN CAP AND VOLTAGE VALUE
1700 204 1954