NON-CONTROLLED COPY
INFORMATION SUBJECT TO CHANGE WITHOUT NOTICE
VERIFY REV LEVEL OF PAPER COPY WITH REV LEVEL ON PPC WEB SITE

NOTE: IMMEDIATELY MOLDED LUGS ARE DESIGNED TO BE SECURED TO THE TANK USING METAL BOLTS AND NUTS TO PROVIDE MAXIMUM STRENGTH AND LONGEVITY.

MOLDED-IN LIFTING LUG PAIRS
(3) PLACES
USE MINIMUM OF (1) LUG AT EACH LOCATION FOR LIFTING
(SEE DETAIL)

MOLDED-IN LADDER ATTACHMENT
LUG
TYP (2) PLACES

STANDARD COVER:
24"/30D BOLT MANWAY COVER/PE (SHOWN)
PPC STOCK NO. 3218 OR
24"/STRAPPED MANWAY COVER/PE
PPC STOCK NO. 3217
(OPTIONAL 24" COVERS AVAILABLE)

5/8" SQUARE BEVEL WASHER/ BLACK PE

TAPERED SPLIT BACK-UP RING/316SS

DETAIL "A"
(INTEGRALLY MOLDED FLANGED OUTLET)
AVAILABLE IN 4" SIZE ONLY
SCALE: NONE

NOTES:
1. THIS IS A COMPUTER GENERATED DWG. DO NOT REVISE BY HAND.
2. DIMENSIONS WILL VARY ±3% DUE TO VARIATIONS IN MULTIPLE MOLDS & CONDITIONS PREVAILENT DURING MANUFACTURE & USAGE.
3. MOLDED IN GALLONAGE MARKERS @ 355° IN 200 GALLON INCREMENTS.

REV "A" REVISED LIFTING LUG LOCATIONS BY: BT 12/30/08 CK:JB

1 OF 1 11104600 A