6 lifting lugs located @ 35°, 90°, 145°, 215°, 270°, 325°

NOTE:

POLY PROCESSING

NOTES:
1. THIS IS A COMPUTER GENERATED DRAWING, DO NOT REVISE BY HAND.
2. DIMENSIONS WILL VARY BY THE MOLDED VARIATIONS IN MULTIPLE MOLDS & CONDITIONS PREVAILING DURING MANUFACTURE & USAGE.
3. NO MOLDED IN GALLONAGE MARKERS ON THIS TANK.
4. FOR INNER TANK DTL'S SEE COMPUTER FILE NO. 12004350, TITLE "4350 GALLON INNER SAFE-TANK" FOR ASSEMBLY DTL'S SEE COMPUTER FILE NO. 12004350A, TITLE "4450 GALLON SAFE-TANK ASSEMBLY.

CALCULATED CAPACITY:
VOLUME IN US GALLONS
DESIGN CAPACITY
4994

CONFIDENTIAL PROPERTY OF POLY PROCESSING COMPANY, NOT FOR REPRINT OR USE WITHOUT PERMISSION

ITEM

10 OF 1

4350 GALLON OUTER SAFE-TANK
4950 GALLON OPEN TOP TANK

SCALE: 3/8" = 1'-0"
POLY PROCESSING SOLUTIONS SIMPLIFIED
DATE: 10/18/18

NOTE:
MUST USE FLEXIBLE CONNECTIONS ALL LOWER SIDEWALL FITTINGS

SEE DTL "A"

LUG DETAIL "A"
SCALE: 1 1/2" = 1'-0"

CHECK ONLY
NOT TO BE USED FOR FITTING LOCATION ON PL 135°, 145°, 215°, 325°