Central Region

LOWER SIDEWALL CONNECTIONS ALL MUST USE FLEXIBLE FITTINGS

NOTE:

POLY PROCESSING

SEE DETAIL "A"

SCALE: 1 1/2" = 1'-0"

LUGS AND CHOCKS ROTATED INTO VIEW
SEE PLAN FOR ACTUAL LOCATION

ALIGNMENT POCKET
MUST BE USED FOR FITTINGS

NOTE:
MUST USE FLEXIBLE CONNECTIONS ALL LOWER SIDEWALL FITTINGS

REV. 8 REVISED RADUIS BY WH 3/2/10 CKWM
REV. 7 ADDED FITTING NOTE BY MBW 4/16/03 CK/WB
REV. 6 MODIFICATION TO MOLD BY MBW 9/10/02 CK/WB

REV. 5 REVISED RADIUS BY WH 3/2/10 CKWM

3150 GALLON OUTER SAFE-TANK
3550 GALLON OPEN TOP TANK

POLYPROCESSING SOLUTIONS, SIMPLIFIED

CONFIDENTIAL PROPERTY OF

CALCULATED CAPACITY: 3150 GALLON INNER SAFE-TANK FOR ASSEMBLY TANK
3550 GALLON SAFE-TANK

NOTE:
1. THIS IS A COMPUTER GENERATED DVG. DO NOT REVISE BY HAND.
2. DIMENSIONS WILL VARY ± 1/8" DUE TO VARIATIONS IN MATERIALS & CONDITIONS PREVAILING DURING MANUFACTURE & USAGE.
3. FOR INNER TANK ONLY SEE COMPUTER FILE NO. 2001590, TITLE "3150 GALLON INNER SAFE-TANK FOR ASSEMBLY TANK"

CALCULATION CAPACITY IN U.S. GALLONS DESIGN CAPACITY

3550

without permission